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CONSTRUCTION DETAILS
- Al USE EXISTING HANDHOLE FOR THE TEMPORARY CONNECTION OF THE N
| —~  EXISTING INTERCONNECT FROM THE EXISTING CONTROLLER AT 1-295. THRU
A. INSTALL NEMA 6 BASE-MOUNTED CABINET AND CONTROLLER WITH NECESSARY EQUIPMENT. THE EXISTING CONTROLLER TRIANGLE AT CHEVERLY TO THE NEW CONTROLLER. ™
WHEN THE UNDERGROUND INTERCONNECT IS OPERATIONAL. THE HANDHOLE N
B. INSTALL 15° ‘T’ STEEL POLE WITH STANDARD TWIN 50° MAST ARMS. TRAFFIC SIGNAL HEADS. 5. WILL BE REMOVED AND THE CONDUIT CAPPED AND ABANDONED. - < N, |
VIDED DETECTION CAMERAS. AND SIGNS: SEE GENERAL NOTE NO. 9 (NOTE: 1-3“ SCHEDULE 80 <
90° PVC BEND AND AN EXTRA 3’ OF FOUNDATION DUE TO SLOPE). 0. USE EXISTING CONDUIT. REMOVE UNUSED CABLES.
| - | 7. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UILITIES
C. INSTALL 15' ‘T' STEEL POLE WITH CURVED 50° MAST ARM. TRAFFIC SIGNAL HEADS (NOTE: R. EXISTING CONDUIT WITH STORED DISCONNECTED AND PULLED BACK CABLES FOR PRIOR TO INSTALLING THE PROPOSED SIGNAL EQUIPMENT. IF
1-3“ SCHEDULE 80 90° PVC BEND SEE GENERAL NOTE 9). r SPEED CAMERA. UTILITY CONFLICTS ARISE. THE CONTRACTOR SHALL CONTACT
D. INSTALL ELECTRICAL HANDHOLE. S. REMOVE EXISTING SIGNAL STRUCTURE AND ALL ATTACHED EQUIPMENT AND REMOVE THE PROJECT ENGINEER.
FOUNDATION AT LEAST 12” BELOW GROUND GRADE. ( MAINTAIN CABINET POLE UNTIL 8. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
E. USE EXISTING HANDHOLE. REMOVE ALL UNUSED CABLES. PROPOSED UNDERGROUND [NTERCONNECT IS OPERATIOAL ). GENERAL NOTES: FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. AND THE
F. USE EXISTING HANDHOLE: PULL BACK DISCONNECTED INTERCONNECT AND RE-ROUTE T. CAP AND ABANDON EXISTING CONDUIT. e = O S cRohDuAY FROTILE ORADE £OR e e R S
EE“SU¥E3F°9333'LAE°(§EE CETTQOEEERggEEI?ETQU?EEED|ﬁ§¥%§f ﬁéﬁLEEAﬁEURhB U. OPEN A HOLE AROUND THE EXISTING CONDUIT TO INSTALL BRICK HANDHOLE. 3” MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
: H . . . 1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE et
COVER TO HANDHOLE. SLOTTED CONDUIT AND DETECTION LEAD-INS TO CROSS MD 202. EXTREME CARE TO INSTALLATION OF ALL SIGNAL EQUIPMENT. (SEE: NOTE NO. 9)
€ OHOLE SHALL BE APPL [ED TO PROTECT THE EXISTING INTERCONNECT CABLE. COORDINATED WITH THE SHA ENGINEER. o
G. USE EXISTING HANDHOLE. ADJUST TO GROUND GRADE AND INSTALL NEW FRAME AND 9. THE FOUNDATION FOR THE MAST ARM POLE DETAIL “B“ SHALL
COVER. REMOVE UNUSED CABLES FROM THE ABANDON LOOP DETECTORS. V. INSTALL NON-INVASIVE DETECTOR WITH LEAD-INS TO THE CONTROLLER/CABINET. 2. THE O TR AT O L VeI T INeTa Lot IO INSTALLED 3 ABOVE THE CROWN OF THE ROAD DUE T0 SLOPE. ©
) . UTILIZING A 15 FOOT 'T' DIMENSION UPRIGHT WITH STANDA W
H. INSTA “ SCH R PVC CONDUIT - TRENCHED. W. REMOVE AND REPLACE EXISTING BRICK AND/OR CONCRETE SIDEWALK FOR THE : .
L INSTALL 27 SCHEDULE 80 RIGID PVC CONDUI ENCHED INSTALLATION OF SIGNAL EQUIPMENT AND CONDUIT. 3. THE EXISTING PAVEMENT MARKINGS WILL BE MAINTAINED. S0 MAST ARMS [NOTE: THE MAST ARMS WILL NOT,BE THE CURVED
O « INSTA " H R PV T — TRENCHED. :
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K. INSTALL 3” SCHEDULE 80 RIDIG PVC CONDUIT - SLOTTED MOVE UNUSED CABL M THE ABANDONED L .S AMERA CABL ME TH Y H NAL
] SHOULD BE OUT OF THE WAY (SEE: GI SHEET SPECIAL NOTE). COMPLETION OF THE NEW SIGNAL. SIATE OF MAHYLANBmKﬂO
= L. INSTALL 4" SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED. ‘ DEPARTMENT OF TRANSPO N
s Y. EQUIPMENT TO BE INSTALLED UNDER CONTRACT TIMS NO. K-043 FOR UNDERGROUND 5. ALL NEW LUMINAJRES SHALL BE SUPPLIED WITH A PHOTOCELL. | STATE HIGHWAY ADMINISTRATION
M. INSTALL 4" SCHEDULE 80 RIGID PVC CONDUIT - BORED. INTERCONNECT CABLE RUN fROM CHEVERLY AVENUE TO I-295. OFFICE OF TRAEFIC & SAFETY
. TOR SHA RESPON FOR TERMINATIN
N. REMOVE CONCRETE PAD INSTALL NEW CONDUITS IN EXISTING 200 AMP SERVICE PEDESTAL. Z. REMOVE THE ABANDON OVERHEAD ALUMINUM SHIELDED CABLES AND SPAN ALONG THE 6 IEE g?gﬁifcchLEs LL ?EE Egpgogé?k$5 ?ERMENAE. AéDG TRAFFIC ENGINEERING DESIGN DIVISION
USE 5" CONCRETE SIDEWALK INSTALL 24°X24” CONCRETE PAD. INSTALL NEW SERVICE TO CABINET. OVERHEAD UTILITY CABLES. FOR PROPERLY LABELING ESCH CABLE. MD 202 (LANDOVER ROAD)
0. DéSﬁBgEEgaNEX}?TING LOOP DETECTOR AND REMOVE EXISTING HANDHOLE. CAP AND aa. REMOVE EXISTING GROUND MOUNTED SIGNS. AND CHEVERLY AVENUE
ABA .
u bb. EXISTING TRAFFIC SPEED CAMERA TD BE REWIRED BY OTHERS (SEE: GI SHEET SPECIAL NOTE). LANDOVER, MD
cc. TEMPORARYLY USE THE EXISTING CONTROLER/CABINET. INSTALL 12 PAIR COMMUNICATION APPROVALS REVISIONS
CABLE FROM EXISTING CONTROLLER TO PROPOSED CONTROLLER TO MAINTAIN THE NORTH _ TRAFFIC SIQNALIZATIO_N PLAN |
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